DATASHEET I/N: DT EGT MODULE 2

M:i~zaJec DT EGT MODULE - 2 CHANNEL

AUTOMOTIVE SYSTEMS

» CONNECTOR PINOUTS

Connector 1
4 pin Deutsch Connector
( Mating Plug DT06-4S )

PIN Function
1 CAN Low
2 CAN High
3 GND
4 +12 Volts
» DIMENSIONS AND MOUNTING
A
Power On LED
Push Button USB
Y
0.9” OLED
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ALL UNITS ARE IN UNITS mm

© Microtech Automotive Systems DRAWN BY: THOMAS D DATE: 27/01/2022



DATASHEET I/N: DT EGT MODULE 2

M:n==Tech DT EGT MODULE - 2 CHANNEL

AUTOMOTIVE SYSTEMS

» MICROTECH DT EGT-2 PROTOCOL

The protocol operates at a default bit rate of 1Mbit/sec. Speed and CAN ID is adjustable via software.
Unit uses the base format (CAN 2.0a - 11 bit identifiers) with Motorola byte order (high byte first).

CAN SETUP - Units have no 120 ohm terminating resistor installed.

CAN ID Byte Channel Units Conversion (1 Unit =)
0x018 (Box 1) 0-1 EGT Sensor 1 °C 1°C
0x019 (Box 2) 2-3 EGT Sensor 2 °C 1°C
4-5 EGT Sensor 3 °C 1°C
6-7 EGT Sensor 4 °C 1°C

» DT EGT MODULE - 2 CHANNEL LAYOUT
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